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Performance & Specifications

Performance & Specifications
Operating conditions Horizontal or vertical

Turning direction Clockwise or counterclockwise

Continuous torque 2.87N.m

Peak torque 7.7N.m

Performance & Specifications
Resolution 0.1°

Voltage 220V(AC)

Allowable axial load 1000N

Allowable radial load 600N

Repeatability precision（Acceleration and deceleration are both 100 RPS / s）

Load/Speed 0.5rpm 2rpm 5rpm 10rpm 20rpm 50rpm 80rpm
1kg 0.1° 0.1° 0.1° 0.1° 0.1° 0.1° 0.1°

5kg 0.1° 0.1° 0.2° 0.3° 0.3° 0.3° 0.4°

Physical parameters

Physical parameters
Disc diameter 250mm

Top mounting hole M4

Height 155mm

Width 300mm

Depth 345mm

Weight 17.5kg

TT626

 Resolution: 0.1°

 Controlled by PC or touch screen

 Running without noise

 Speed Range: 0.1 – 200rpm

 Matched with AudioExpert,ETcommader,LabVIEW,

TestStand, etc.
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MegaSig reserves the right to change specifications and accessories without notice

www.megasig.com

MegaSig Measurement & Control Technology Co.,Ltd
Tel:+86.0755-8950.8393
Fax:+86.0755-8950.8392
Sales mail:sale@megasig.com
Support mail:support@megasig.com
Add:Room 1002, Unit 2, Building 1, Hongxing Chuangzhi Plaza,
Guangming District, Shenzhen,China
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