ML gaSig V1.5 20261016

PM 0080 8i&iE IEPE ¥ )il
= iR

PM 0080 8-channel IEPE Exciter

Product Specification

P S -t
Product introduction-EN

LR R A HATECE WOE 5 B o BT BRATE AN 7 dh 24T SO AT BE IRFAE L H i

M SCAE AR H A,
Y (s B a2 S A AT A

From the date of this document's release, the information published here is current or proposed. As we will continuously
improve and add features to our products, the information in this publication is subject to change without further notice.

BRERBUTE (o) BYIMRBEMEZERARFRAF
Copyright (¢) Shenzhen Megasig Measurement And Control Technology CO LTD.




B2 T FEIFT 38 R FE 477 i

PM 0080 8iEi& IEPE Eiih#%

PM 0080 £ — 5t [ 1611 23550 i 1 722 2 Lk
Wit AP RS, A8 MiE21V IEPE 1R
hes, HTIRFEERX, NLH, ki 1EPE

LR i A A EIERIRF =, 1EPE M1
AL AR PTE . A BEBUIR . A ERRE AR, i

SN SE R
ThaEsF 1
® QHIHIEPE 1E I A, SKA % LA M At 4mAER IR, SR04 10K, $EftomATE 7
® [EPE #3352 #4714, x1, x10
® IEPE EIRIEHE THNTR RN, 02238 DL S i s HE A
® ENEbRAE220V HVRALEE, 5 E LI
MESH
e 0
IEPE i@ iE %t S
TA/EHE 220V
7= i S (mm) 240%270%76.5 (AEHZOKE)
BEKAY BNC
TAREE -20°C - 50°C
FHEESH
IEPE Uil s S AR 28 251
A i 20 - 20kHz, “FHHE LT 0.1dB 5Hz — 80kHz (-3dB)
PN <-100dBV
TR AmATERYR, BORTTEAEI0K, RA2mATERER
BB %5 1 2 0dB(*1); +20dB (*10)

THD @1kHz,input 0.1VP @BW 20-20kHZ | 0dB}%: <0.0005% + 20dBH4 2:<0.0005%

THD+N @1kHz,input 0.1VP @BW 20-20kHZ | 0dB#75: <0.01% +20dB}¥ 7i:<0.01%

FEAAT

Mic {5 5 AR

V1.520261016

www.megasig.com Page 1 of 4



http://www.megasig.com/

[ ]
&Ileg aSig By TR i A7
Rt 54 # L mm

I | |
. 0000000000000 0000000
000000000003000000 8 =
0o Q000000000000 A000000 o g @
=] =] ©
@ [=] ~
@80 0000000000000 0000000 % 8 @
00000000000000000 =) 3
C0CE0C000000C0000000
1 1
— — — —

240

WegaSig

— =
|3 3 B Y Y I3 I R % [ Y I

FETIRINT ARSI RARAG PR A TS B2 T, S YR — A ER o A a8 AT AT
S, BRI X AREE S BEOMEIERDNLAT Y, RAREE E SRR B SR B SR A DT .

RN E A E R BAG R A F
0755.8950.8393

sale@megasig.com
JI,6H

www.megasig.com



http://www.megasig.com/

Si
me g a I g Equips engineers to create better products

Product introduction

PM 0080 8-channel IEPE Exciter

PM 0080 is a high-density conditioner specifically tailored
e for production line testing of consumer products. It
incorporates an 8-channel, 21V IEPE constant-current

source exciter, designed for conditioning IEPE-powered

sensors such as microphones, artificial ears, and

accelerometers. This product boasts abundant channel
resources, adjustable IEPE gain, high input impedance, low
output impedance, minimal background noise, and a broad

frequency response range.

Features

® §-channel IEPE constant current source exciter, providing a 4mA constant current source for loads below 5K, with

a maximum load of 10K, and offering a 2mA constant current source
® |EPE gain is adjustable in two Settings: x1 , x10

® |EPE constant current source is equipped with a signal presence indicator, which facilitates installation and fault

diagnosis
® The product is powered by a standard 220V power supply, facilitating its use in industrial settings

Specification parameters

Specification
Number of IEPE channels 8
Operating voltage 220V
Product dimensions (mm) 240*270*76.5 (Excluding interface )
Interface type BNC
Operating temperature -20°C - 50°C

Audio characteristic parameters

IEPE excitation source with audio amplifier parameters
Frequency range 20 - 20kHz, flatness better than 0.1dB 5Hz — 80kHz (-3dB)

Noise floor <-100dBV

4mA constant current source, with a maximum load of 10K,
providing a 2mA constant current source

Constant current source
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Audio amplifier gain 0dB(*1); +20dB (*10)
THD @1kHz, input 0.1VP @BW 20-20kHz 0dB gain: <0.0005% +20dB gain:<0.0005%
THD+N @1kHz, input 0.1VP @BW 20-20kHz 0dB gain: <0.01% +20dB gain:<0.01%
Indicator light Mic signal access indication
Size and Structure Unit: mm
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Without the prior written authorization of Shenzhen Megasig Measurement And Control Technology CO LTD., no
part of this publication may be reproduced, modified or translated in any form. Legal liability will be pursued in
accordance with the national laws on intellectual property rights for commercial activities involving illegal
reproduction, modification or translation.

Shenzhen MegaSig Co., Ltd.
0755.8950.8393

pmegasig.com
GuangMing, Shenzhen,China
WWWw.megasig.com
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